
Power Administrator, Switched, 1U, 15A, 100/120V, (8)5-15  
APC Switched Rack PDU , Input: 120V , Input Connection Type: NEMA 5-15P , Cord Length: 12 feet ( 3.66 meters ) , 
Output: 120V , Output Connections: NEMA 5-15R  
Includes: Installation Guide, Rack Mounting Brackets, User Manual  
Part Number : AP7900 
 

 Output
Nominal output voltage 120V 

Maximum Total Current Draw per
Phase 

 15 

Output Connections (8) NEMA 5-15R  
   

   
 Input

Nominal input voltage 120V 

Input frequency 50/60 Hz Hz 

Input Connection Type NEMA 5-15P  
  

Cord Length 12 feet ( 3.66 cm ) 

Maximum Input Current per phase 15 A 

Load Capacity 1800 VA  
   

 Physical
Net weight 5 lbs. ( 2.27 kg ) 

Maximum height 1.73 inches ( 4.39 cm ) 

Maximum width 17.50 inches ( 44.45 cm ) 

Maximum depth 4.25 inches ( 10.80 cm ) 

Shipping Weight 7.60 lbs. ( 3.45 kg ) 

Shipping Height 2.75 inches ( 6.99 cm ) 

Shipping Width 18.50 inches ( 46.99 cm ) 

Shipping Depth 13.50 inches ( 34.29 cm ) 

Color Black  
   

 Environmental
Operating Environment 0 - 45 °C ( 32 - 113 °F ) 

Operating Relative Humidity 0 - 95 % 

Operating Elevation 0-10000 feet ( 0-3000 meters ) 

Storage Temperature -25 - 65 °C ( -13 - 149 °F ) 

Storage Relative Humidity 0 - 95 % 

Storage Elevation 0-50000 feet ( 0-15000 meters )  



   
 Conformance

Approvals  cUL Listed , FCC Part 15 Class A , 
PSE , UL Listed , VCCI 

Standard warranty  2 years repair or replace   
 
Features:  
•  19 inch Rack-Mountable  
•  Alarm Thresholds  
•  Flash Upgradeable  
•  Local Current Monitoring Display  
•  Power Delays  
•  Remote Current Monitoring  
•  Remote Individual Outlet Control  
•  Remote Management Capabilities 


